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made with material of good quality. 
The hamper must be fitted with a pro-
tective cover (cap) so as to prevent 
damage to the receptacle. 

(viii) For receptacles with protective 
fiber drum 6PG1, the drum must con-
form to the requirements of § 178.508(b) 
of this subpart. 

(ix) For receptacles with protective 
fiberboard box 6PG2, the requirements 
of § 178.516(b) of this subpart apply to 
the protective packaging. 

(x) For receptacles with protective 
solid plastic or expanded plastic pack-
aging 6PH1 or 6PH2, the requirements 
of § 178.517(b) of this subpart apply to 
the protective packaging. Solid protec-
tive plastic packaging must be manu-
factured from high-density poly-
ethylene from some other comparable 
plastic material. The removable lid re-
quired for this type of packaging may 
be a cap. 

(3) Quantity limitations are as fol-
lows: 

(i) Maximum net capacity for pack-
aging for liquids: 60 L (16 gallons). 

(ii) Maximum net mass for pack-
agings for solids: 75 kg (165 pounds). 

Subpart M—Testing of Non-bulk 
Packagings and Packages 

SOURCE: Amdt. 178–97, 55 FR 52723, Dec. 21, 
1990, unless otherwise noted. 

§ 178.600 Purpose and scope. 
This subpart prescribes certain test-

ing requirements for performance-ori-
ented packagings identified in subpart 
L of this part. 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, and 
amended by Amdt. 178–99, 58 FR 51534, Oct. 1, 
1993] 

§ 178.601 General requirements. 
(a) General. The test procedures pre-

scribed in this subpart are intended to 
ensure that packages containing haz-
ardous materials can withstand normal 
conditions of transportation and are 
considered minimum requirements. 
Each packaging must be manufactured 
and assembled so as to be capable of 
successfully passing the prescribed 
tests and of conforming to the require-
ments of § 173.24 of this subchapter at 
all times while in transportation. 

(b) Responsibility. It is the responsi-
bility of the packaging manufacturer 
to assure that each package is capable 
of passing the prescribed tests. To the 
extent that a package assembly func-
tion, including final closure, is per-
formed by the person who offers a haz-
ardous material for transportation, 
that person is responsible for per-
forming the function in accordance 
with §§ 173.22 and 178.2 of this sub-
chapter. 

(c) Definitions. For the purpose of this 
subpart: 

(1) Design qualification testing is the 
performance of the tests prescribed in 
§ 178.603, § 178.604, § 178.605, § 178.606, 
§ 178.607, § 178.608, or § 178.609, as applica-
ble, for each new or different pack-
aging, at the start of production of 
that packaging. 

(2) Periodic retesting is the perform-
ance of the drop, leakproofness, hydro-
static pressure, and stacking tests, as 
applicable, as prescribed in § 178.603, 
§ 178.604, § 178.605, or § 178.606, respec-
tively, at the frequency specified in 
paragraph (e) of this section. For infec-
tious substances packagings required 
to meet the requirements of § 178.609, 
periodic retesting is the performance of 
the tests specified in § 178.609 at the fre-
quency specified in paragraph (e) of 
this section. 

(3) Production testing is the perform-
ance of the leakproofness test pre-
scribed in § 178.604 of this subpart on 
each single or composite packaging in-
tended to contain a liquid. 

(4) A different packaging is one that 
differs (i.e. is not identical) from a pre-
viously produced packaging in struc-
tural design, size, material of construc-
tion, wall thickness or manner of con-
struction but does not include: 

(i) A packaging which differs only in 
surface treatment; 

(ii) A combination packaging which 
differs only in that the outer pack-
aging has been successfully tested with 
different inner packagings. A variety of 
such inner packagings may be assem-
bled in this outer packaging without 
further testing; 

(iii) A plastic packaging which differs 
only with regard to additives which 
conform to § 178.509(b)(3) or § 178.517(b) 
(4) or (5) of this part; 
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